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NOTES:

1. INFORMATION SHOWN HEREON REGARDING EXISTING FEATURES, GROUND
TOPOGRAPHY AND PROPERTY/EASEMENT LINES BASED ON A GROUND
SURVEY COMPLETED IN APRIL 2005 AND UPDATED THROUGH FEBRUARY 2007
BY VANDEMARK & LYNCH, INC., 4305 MILLER RD., PO BOX 2047, WILMINGTON,
DE 19899, (302) 764-7635.
HORIZONTAL DATUM:  PREMCOR DELAWARE CITY PLANT
VERTICAL DATUM: NATIONAL GEODETIC VERTICAL DATUM 1929

2. THE INTENT OF THIS PLAN IS TO SHOW THE KEY ELEMENTS OF THE OVERALL
PLAN FOR CLOSURE CONSTRUCTION.

3. SEE SHEETS C-21 THROUGH C-24 FOR PREPARATORY AND FINAL GRADING
INFORMATION.

4. PERIMETER CHANNEL PLANS AND PROFILES ARE SHOWN ON SHEETS C-40
THROUGH C-43.  CROSS-SECTIONS ARE SHOWN ON SHEETS C-50 THROUGH
C-52.

5. SEE SHEETS C-60 THROUGH C-62 FOR CONSTRUCTION DETAILS.

REVLAST REVISED:

SCALE:

ORIGINAL DATE:

JOB NO.

DRAWING NO.

DESCRIPTION
REVISIONS

CHKD DATENO. BY
WARNINGS 20240421DELAWARE CITY REFINERY

INDUSTRIAL WASTE LANDFILL CLOSURE
03/01/05 10/30/07

1" = 80'

1

C-20CONCEPTUAL CLOSURE CONSTRUCTION PLAN

ETS 03/08/05

SMS 02/03/06

PJD 10/30/07

JAC 10/30/07

0 SMS JAC 02/02/06 SUBMITTED WITH CLOSURE PLAN FOR DNREC REVIEW

1 SMS JAC 10/30/07 REVISED TO ADDRESS DNREC COMMENTS

NOT TO SCALE
VICINITY MAP

ESTABLISH EQUIPMENT
LAYDOWN/MATERIAL
STOCKPILE AREAS,
INSTALL E&S CONTROLS,
PERFORM OTHER
REQUIRED SITE
PREPARATION AS DEFINED
IN PROJECT DOCUMENTS.

1

INSTALL MULTI-LAYER FINAL COVER
SYSTEM OVER PREPARATORY
GRADES.  APPLY SEED AND MULCH
TO PROVIDE FOR  VEGETATIVE
COVER.

5 CONSTRUCT/IMPROVE PERIMETER
CHANNEL SYSTEM AND PERMANENT
ACCESS ROAD AROUND THE NORTH
AND WEST PERIMETER OF THE IWL.

MAINTAIN STABILIZED
CONSTRUCTION
ENTRANCE DURING
CONSTRUCTION.

2

6 RAISE LEACHATE COLLECTION
MANHOLE.

8 COMPLETE PLACEMENT OF DNREC-
APPROVED GRADING FILL MATERIALS
TO RAISE EXISTING INTERIM GRADES,
AS REQUIRED, AND ACHIEVE
PREPARATORY GRADES FOR FINAL
COVER SYSTEM.

9

CONSTRUCT/IMPROVE PERIMETER
CHANNEL SYSTEM AROUND THE
EAST AND SOUTH PERIMETER OF
THE IWL.  INSTALL CHANNEL
LININGS, CULVERT PIPES AND
OUTLET PROTECTION.

7

CONSTRUCT PERMANENT ACCESS
ROAD AROUND THE EAST AND
SOUTH PERIMETER OF THE IWL.

10

4 COMPLETE INSTALLATION OF INTERIM
GRADING SOIL BUFFER ALONG
NORTHERN LIMIT OF IWL.FILL TEMPORARY STORMWATER

BASIN AFTER STORMWATER
IMPROVEMENTS DOWNSTREAM OF
THE IWL HAVE BEEN COMPLETED.

3


